PASKAIDROJOSAIS RAKSTS

Tehniskais projekts izstradats saskana ar pasiititaja projekt€Sanas uzdevumu, ka arT ar Ministru kabineta
noteikumiem Nr.256 “Elektronisko sakaru tiklu ierikoSanas un buvniecibas kartibai”, Ministru kabineta noteikumiem
Nr.257 (LBN 262 — 05,“Elektronisko sakaru tikli” ) un saskapa ar celtniecibas normam un noteikumiem. Piesléguma
punktu iertkoSanai jaizmanto vienotas struktur&tas kabelu sisteémas izveides principi. Kabelu sisteémas izbiivé javadas péc
standartiem:

ISO/IEC 11801 2nd Edition — 2002 , CENELEC EN 50173-1 Issue 2,

EN50173 Information technologv - Generic cabling for customer premises,

EN50174-1 Information technologv - Cabling Installation. Specification and quality assurance,

EN50174-2 Information technologv - Cabling Installation. Installation planning practices inside buildings.

Eku vajstravas un dro$ibas sistémas kabelu tiklus paredzgts izvietot uz speciali tiem paredz&tiem vajstravas kabelu
plauktiem.

Vietas, kur kabeli, vadi, ka arT kabelu trepes un plaukti $k&rso bivkonstrukcijas ar normétu ugunsizturibu
(ugunsdrosas sienas, starpsienas, starpstavu parsegumus u.c.), janodroSina spraugu aizbliv€Sanu ar ugunsdroSajiem
blivéjumiem, izmantojot sertificétas sisttmas un materialus (HILTI FIRE STOP vai ekvivalentus) saskana ar raZotaja
rekomendacijam.

Kabelu plauktus jauzstada vismaz 300mm attaluma vienu no otra. Kabelu plauktu maksimalais dzilums 60mm.
Galvenas tehniskas prasibas:

1. maks. novirze 1% no pilnas slodzes;

2. rezerves iesp&jas 30%;

3. viegla piekluve;

4. visi kabeli piestiprinati ik pa 0,5m;

5. vajstravas kabelu tiklus, drosibas sistemas (piek]uves kontroles, apsardzes signalizacijas) kabelu tiklus un
ugunsaizsardzibas sistému kabelu tikliem uz kabelu plauktiem nepiecieSams fiziski atdalit;

6. kabelu trepes jasazemé saskana ar standartu prasibam, bet ne retak ka ik p&c 25m.

Kabelu trepju izvietojumu un nepiecieSamo elementu daudzumu preciz&t montazas laika.
Vietas, kur kabelus nav iesp&jams noguldit kabelu plauktos un trep@s, pasargat tos ar PVC caurulém, vai kabelu
kanaliem.
Strukturiz&ta kabelu sisttma sevi ietver kabelus (transmission media), savienotajus, ligzdas, spraudgus un
komutacijas kabelus no viena razotaja. Katras piesléguma vietas kanala ( Channel) garums nedrikst parsniegt 90 m.
Vara tikla izveidé jaizmanto UTP Se. kategorijas 4 paru neekran€tu vita para kabeli, Se. kategorijas UTP
kontaktligzdas, kas atbilst RJ45 tipa spraudpiem un 5Se. kategorijas UTP 24 ligzdu RJ45 komutacijas panelus.
Telpas ar piekartiem griestiem kabelus izvietot virs tiem pa kabelu plauktiem, pargjas vietas — plastmasas kabela
kanalos vai caurul@s.
Skapis 24U ar platumu 600mm un dzilumu 600 mm paredzets ka galvenais tikla sisttmu komut&joSais skapis,
nomainot esoso , kura tiks izvietoti sekojosi PATCH panelu pieslégumi:
1. 1.gab. PATCH panelis 16 vietam (eso$), galvena pievada pieslégSanai no galvenas LLU sadales.
2. 1 gab.Cat5E PATCH panelis 24 vietam, €kas bezvadu tikla savienojuma saslégumam;
3. Atbilstoss skaits 24 vietu CatSE PATCH paneli ekas IT komunikaciju izveidei;
4. Atbilstoss skaits kabelu organizatoru
5. AtbilstoSs skaits tikla komutacijas iekartu vienibu.
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Komutacijas skapji janodro§ina ar zem&umu atbilsto§i IEC 50174-1 prasibam. Komutacijas skapja novietojumu
preciz&t montazas laika.

Kabelu izstisanai RJ45 ligzda jaatbilst IEC 60603-7 un ANSI/TIA/EIA-568-B.2 prasibam un jaizpilda pec T568B
shémas.

Preciza rozesSu atraSanas vieta japrecize izbiives laika.

Datu kabelus un elektrokabelus nedrikst ievietot viena caurulg.

Pirms sistémas uzstadiSanas javeic rozeSu raZotaja un s€rijas saskanpoSana ar elektroenergijas baroSanas rozeSu
razotaju un seriju.

Visa objekta jabiit vienotai numeracijas un apzim&jumu sistémai atbilstosi ISO/IEC/EN standartu prasibam. Katram
kabelim jabuit markétam abos kabela galos, aptuveni 5cm attalluma no pievienojuma vietas, ar noturigu mark&umu,

pieméram, pielimétu pie kabela ar caurspidigu aptverosu lentu. Talakai SKS tikla markeSanai tiek izmantota vienota LLU
izstradata mark&Sanas sisteéma ieks€jiem tikliem.

Bezvadu datortikla (Wi-Fi) parklajumu nodro$inasanai ir paredzets izbuivet Se. kategorijas datu tiklu 5 piesleéguma
vietam. Vienotas parvaldibas Wi-Fi tikls ir izveidots balstoties uz izstradatu matematisko modeli. ST projekta ietvaros ir
jauzstada 5 Wi-Fi b/g/n bezvadu tikla piekluves bazes stacijas WS-AP370i vai ekvivalenti modeli. Bezvadu bazes stacijas
jasalago ar LLU Wi-Fi datortikla vienotas parvaldibas kontrolieri Enterasys C5210. Bezvadu bazes stacijas instal&t
atbilsto$i sheémas noraditajam virzienam, pozicijai un augstumam. Bez saskanoSanas ar LLU ISD piekluves punktu vietas
mainit aizliegts. Piek]uves punktu licences nodrosina LLU ISD.

TIKLA SERTIFIKACIJA
P&c piesléguma punktu uzstadiSanas, javeic katras piesléguma vietas test€Sana ar sertificetu SKS sistemas testeri
pieméram Fluke DTX1800 kabelu tiklu analizatoru vai lidzvertigu un mérijumu rezultati jaiesniedz pasutitajam.
MerTjumi javeic atbilsto§i EN50173 Class D prasibam.
SKS razotaja izdots garantijas sertifikats ir jaizsniedz pasttitajam.
Mertjumu rezultatu protokolos jauzrada parametri:
* Wire map
* Resistance
* Link length
* Insertion loss
¢ Return loss (RL)
¢ Near end crosstalk (NEXT)
¢ Power sum near end crosstalk (PSNEXT)
* Equal Ievel far end crosstalk (ELFEXT)
* Power sum equal Ievel far end crosstalk (PSELFEXT)
¢ Attenuation to crosstalk ratio (ACR)
* Power sum attenuation to crosstalk ratio (PS ACR)
* Delay Skew

e Resistance
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