LLU starpeku optiska datortikla komutacijas mezgla punkta telpa

Ventilacija un Gaisa Kondicionésana.
Paskaidrojuma raksts.

Gaisa kondicionéSanas un Ventilacijas tehniskais projekts izstradats atbilsto$i darba uzdevumam ID
Nr.LLU 2011/9/objekti un Latvija spéka esosajiem Buvnormativiem: LBN 208-00 Publiskas ékas un bives,
LBN 201-07 Bavju ugunsdro$iba, LBN 003-01 Bavklimatologija, LBN 231-03 Dzivojamo un publisko &ku
apkure un ventilacija, LVS EN 13779 Nedzivojamo é&ku ventilacija. Ventilacijas un gaisa kondicionéSanas
sistému veikispéjas prasibas, ASHRAE "Thermal Guidelines for Data Processing Environments"
rekomendacijam.

Komutacijas mezgla planota darba dzeséjama jauda 10 kW, perspektiva paredzéta 15 kW dzes€jama
jauda.

Komutacijas mezgla telpa janodrosina 18-20°C temperatdra un 45-50% relativais mitrums.

Telpas dzeséSanai izvéléta preciza gaisa kondicionéSanas iekarta ar mitruma kontroli un attalinato vadibu
caur Ethernet TCP/IP.

Visi kondicionéSanas iekartas izvadi komutacijas mezgla telpa javeic virs Gdens dro$as zonas (490 mm
augstuma no priekstelpas gridas) ar slipuma lenki 3° vai vairak, ugunsdros$ibas izolacijas un hidroizolacijas
montazu.

Precizas kondicionéSanas iekartas aréjais bloks jauzstada uz 1.stdva jumta uz ventilacijas ienem8anas
gahtas jumta 3,3m augstuma. Ar&ja bloka piegade var tikt veikta pa 1.stdva jumtu, attdlums no jumta
malas l1dz ventilacijas $ahtai ~22m. Precizét izbaves laika. Aréja bloka nostiprinasanai jaizgatavo metala
pamatnes konstrukcija (skatit VK-9).

Komutacijas mezgla telpai janodrosina 1-kartiga gaisa apmaina stunda (40m®%h). Filtréts pieplides gaiss
tiek nemts no blakus eso8as garderobes telpas. Kanala tipa pieplides un nostces ventilatorus jamonté
komutacijas mezgla telpas priekstelpa pie griestiem. Pieplides un nosiices gaisvadu telpas ievados
jauzstada ugunsdroSie gaisa varsti ar elektropiedzindm un atsperes atgrieSanas mehanismu. Nosices
gaisa vada starp garderobes telpu un ventkameru jauzstdda otrs ugunsdroSais varsts. Gaisa varsta
atvérSana notiek vienlaicigi ar ventilatora motora ieslégSanu. Ugunsgréka trauksmes gadijuma ventilacija
tiek atslégta, gaisa varsti tiek aizveérti.

Ar pieplides un noslces kanalu droselvarstu palidzibu komutacijas mezgla telpa ir jaieregulé pozitivs
gaisa parspiediens, lai telpa nerastos putekli un cits gaisa piesarnojums.

Pieplides un nosices ventilatoru ieslégSana/izslégSana tiek veikta no priekStelpa uzstaditiem rokas
vadibas slédziem (EL sadalas piegade), katram ventilatora motoram atseviski. Lidz ar ventilacijas motoru
ieslegSanu/atslegsSanu tiek atvérti/aizverti elektropiedzinas gaisa varsti.

Projekta ietvaros japaredz esoS$as kanalizacijas caurulvada parneSana no parbdvéjamas telpas uz blakus
esoSo vestibilu (ja to atlauj sienas konstrukcija, saskanot ar pasatitaju un projekta autoru). Kanalizaciju
izbOvét zem parseguma, virs piekartajiem griestiem. Kondensata drenazas pieslégumu veikt pie ékas
esos$as kanalizacijas sistémas.

Udens pieslegumu veikt pie ékas eso$as Tdensapgades sistémas. Veicot kondicioné8anas iekartas
pasatijumu, nemt véra Jelgavas pilsétas Gdenstiklu Gdens cietibu (~8mg/l).

Elektroapgades telpa pie eso$as pasivas nosices gaisa vada japieslédz kanala ventilators, kuram jastrada
saskana ar telpas termostatu. Piesléguma risindjumu saskanot ar pasatitaju un projekta autoru.

Projektu skatit kopuma. Izmantojot tikai atseviSskas projekta lapas, var iegdt nepilnigu informaciju par
projekta risinajumiem.

lekartas un materialus montét saskana ar razotaja tehnologiskajiem risinajumiem un rekomendacijam.
Neskaidribu gadijuma vérsties pie projekta autoriem.
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Preciza gaisa kondicionéSanas iekarta
kopéja/jitama dzeséSanas jauda 18,8 kW / 16,5 kW
“Compact DX” ar Gdeni dzes€éjama gaisa apstrades iekarta ar iebGvetu kompresoru un brivas dzeséSanas

(free cooling) funkciju. Aréjais Gdens dzesétajs (dry cooler)

Ambicool Funkcija

lekarta, kas aprikota ar “Abicool” funkciju, var nodrosinat “brivo dzeséSanu” ilgam periodam, ta rezultata

batiski tiek samazinatas energdijas un ekspluatacijas izmaksas.

Sistéma lieto DX (tieSas iztvaikoSanas) ddens dzeséSanas cilpu. Siltums no telpas tiek novadits ar Gdeni
dzeséjamu kondensatoru, un tad - caur Gdens/glikola maistjumu uz aréjo ddens dzesétaju.

Kad Gdens/glikola temperatira ir zemaka par telpas gaisa temperatiru, tas, pirms tiek sasniegts ar tdeni
dzeséjamais kondensators, tiek parslégts uz brivas dzesésanas siltummaini. Sada gadijuma kompresora
darbibas laiks ir samazinats, tada veida ietaupot energiju.

Lejuppliistosa iekarta

e Nosuces gaiss no kondicionétajam telpam ievadits iekartas augsa;
e Gaiss iet caur iekartu, kur tas tiek apstradats un izvadits no iekartas paaugstinatas gridas;
e Pamata filtrs G4;
e Filtrs novietots ievadita gaisa cela pirms dzeséSanas siltummaina;
e Filtra maina notiek no iekartas priekSpuses;
e  Filtru uzrauga reguléjams diferenciala spiediena slédzis; parsniedzot ieprieks iestatito spiedienu,
aktivizéjas apkalpo$anas pazinojums.
Ventilators

e Gaisa apstrades iekarta ir ar dubultievada dubultplatuma (DIDW) ventilatoru ar uz priekSu
izliektam lapstinam;

lebavéts 3 atrumu motors;

Ventilators ar zemu vibracijas ierosinatajspéku, statiski un dinamiski balanséts;

Ventilators un motora apvienojums ir stiprinats uz antivibracijas paliktniem;

lek$&ja parkarSanas aizsardziba;

Ventilatora darbibas uzraudziba lietojot gaisa kustibas sensorus. Konstatéjot ventilatora bojajumu, visas
paréjas iekartas funkcijas tiek blokétas, lai novérstu to darbibu.

Dzesésanas kontari
e DzeseéSanas kontdri atrodas iekartas iekSieng;
e Sausinatjja filtrs, uzpildiSanas varsts, “actina”;
e SidkSanas lnija nodrosSinata ar tvaika blivu izolaciju;
e Nepartrauktai jaudas kontrolei paredzéts iekarta ieblvéts augstspiediena gazes parpludes varsts
iekarta;
Atkariba no stkSanas spiediena, varsts ir atvérts lldz 75% no parplades lnijas;
lzvadama gaze tiek novadita iztvaikotaja iestces galva;
¢ Aukstuma agenta ievadiSana tiek veikta, izmantojot termostatisko izpleSanas varstu ar aréju
spiediena izlidzinataju un atsevisku Skidruma solenoida varstu.

Kompresors
e Augstas veikispéjas pilnigi hermétisks slkSanas gazu dzeséts skrives tipa kompresors kompakta
izkartojuma;

SidkSanas un izlades puses noslégvarsti;

Ellas uzpildisana;

Motora aizsardziba pret paaugstinatu stravu un parkarsanu;
Augstspiediena slédzis ar rokas atjaunoS$anu;
Zemspiediena slédzis ar automatisku atjauno$anu;
Stiprinats uz gumijas antivibracijas paliktniem.

Brivas dzesésanas tdens varsts
¢  Pilnigi modul&joss divcelu kontrolvarsts ar varsts vala/varsts ciet servomotoru;
e  Stiprinats atpakalgaita hidrauliskaja loka;
e Vadams ar rokam avarijas gadijuma.

Dzesésanas siltummainis
e |ekséji rievotas caurules ar aluminija plaksném;
e lekarta lenki iemontéts siltummainis;
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e Nerils€josa terauda kondensata savacéjs ar sifonu iekartas lejasdala.

Elektriska sildiSana
e 3-fazu silditajs;
e Nersé&josa térauda stiena silditajelements ar neriséjosa térauda plaksném;
e ParkarSanas aizsardzibas termostats ar manualu atjauno$anu.

Tvaika mitrinatajs

e Mitrinatajs ir paredzéts normala krana Gdens izmantoSanai un ir derigs Gdenim ar plasu

elektrovadamibas vértibu;

e  Sterils, bez smakas un mineralu nosédumiem brivs tvaiks tiek iegdts augsta blivuma plastikas
cilindra;
Augstas veiktspéjas elektrodi un automatiski pielagojams izlieSanas cikls ilga kalpoSanas miza
nodroSinasanai;
e |IlgstoSa proporcionala tvaika iegi$ana, kas pamatojoties uz iestatito parametru izmainam;
e levadiSanas un izvadiSanas solenoidvarsti;
]
]

levadiSanas adens filtrs;
Augstspiediena tdens piesléegums.

Ar Gdeni dzeséjams kondensators
e Nerils€josa terauda lodéts plaksnu siltummainis;
e Plaksnu virsma uzlabota, lai nepielautu nosédumu veido$anos;
e Pilnigi pievienota dzesé8anas iekartai iekartas robezas;
e NepiecieSami Gdens pieslégumi un ar€ja filtra pievienoSana (nav komplekta).
Apdare
e Metinats ramis ar piestiprinatam apkalpoSanas durvim un paneliem;
lek&éjas Aluzink (aluminija — cinka) sastavdalas;
Kompresijas atsléga visam durvim un paneliem ar specialu atslégu;
Pieeja tikai no priekSpuses nepiecieSama instalacijai un apkalposanai;
Visas durvis un paneli izklati ar 25 mm biezu izturigu un nedegosu izolaciju ar termiskam un
akustiskam 1pasibam;
e Teérauda paneli, kas parklati ar poliestera parklajumu RAL7024 ton.

Kontrolpanelis
Vienots kontrolpanelis ar vadiem atbilstosi EN60204 un ar Sadiem elementiem:
e lenakoSais galvenais elektribas terminalis, derigs 400V/3f/N/50Hz spriegumam;
Drosinataji atseviSkajam sastavdalam aizsardzibai pret parslodzi un Tsslégumu;
Visi nepiecieSamie savienojumi;
Priek8&jas durvis iebavéta blokétajpoga, kas lauj iekartu elektriski atvienot bez durvju atvérdanas;
Krasu kodéti un numuréti vadi atbilstoSi vadu apsaistes diagrammai.

Elektroniska vadiba

Vadibas sistéma ir modulara uz mikroprocesoru balstita elektroniskas vadibas un kontroles sistéma, kas
sastav no kontroles terminala un pamata moduliem. Kontroles terminals darbina displeju un iestatijumu
ievadiSanu, un ieklauj LC displeju ar pogam. Visi operaciju statusi (t.i. darbiba, dzeséSana, sildiSana,
sausinadSana un mitrinaSana) ir pastavigi attéloti ka grafiski simboli. Centralaja displeja paradamos datus
var atlastt izvélné. Visas funkcijas un darbibas, ka art Iidz pat 70 bridinajumu zinojumiem vai bridinajumu
slédzu atslégSanas, iesp€jams atlastt strukturétas un pasizskaidrojosas izvélnés.

Elektroniskas vadiba ietver §adas funkcijas:
e Pamata modula uzraudziSana un vadiba;
¢ Darba parametru mainiSana ar paroles aizsardzibu, dalot neatkarigus Iimenus lietotajiem, klientu
servisam un razotajiem;
Vizuala bridindjumu zinojumu paradiSana vienkarsa teksta;
Funkciju pogas un operaciju pazinojumi, lietojot grafiskus simbolus;
Darbibu parametru/aktualo vértibu paradisana;
Darbibas laika paradiSana vienkarsa teksta;
Statusa paradisana vienkarsa teksta;
Telpas temperatdras un mitruma kontrole;
ParslégSanas starp no kompresoriem atkariga uz darba stundu skaita vienmérigas slodzes
nodro$inasanai;
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e Kompresora nevienmérigas darbibas samazinasana;
Intervali starp kompresora divu paralélu darbibu sakumu;
e Skanas signals iekartas darbibas atteices gadijuma.

Visu svarigo dalu uzraudziba iekartas pareizas darbibas nodrosinasanai:

Gaisa plisma, filtra piesarnojums;

Augstais un zemais spiediens katram kompresoram;

Termoslédzis elektriskais sildiSanai;

Mitrinataja funkcijas, ka stravas patérins, skaloSanas cikls un cilindra stavoklis, ka art visu sensoru
uzraudziba;

e Sprieguma zuduma droSibas uzstadijumi, lietojot EE-PROM.

pCOWeb Ethernet interfeiss:
e pCOWeb interfeiss atlauj TCP/IP un SNMP komunikacijas protokolu saskana ar Ethernet
standartiem;
e  KklOmju izsatiSana uz e-pastu;
e iekartas vadiba un uzraudziba caur iegulto interneta lapu.

Ir pieejami Sadi kontakti:
e lekartas atslegSana ar argéjiem uzraudzibas sensoriem; ir iesp&jami uguns, dimu, oglekla dioksida
sensori;

e Sazina kolektiva arkartas stavokla gadijuma;
e ApkalpoSanas pazinojumi;
e Piesleguma iespéja no attalinatas vadibas pults;
e Kolektiva arkartas stavok|a zinojuma parsatisana;
e Bezsprieguma statusa kontakti.

Sensors

e lekarta iebavéts temperatdras un mitruma sensors gaisa atgrieSanai.

Aréjais bloks: Ar qaisu dzeséjams udens dzesétajs

Visparigs apraksts
e Derigs ar&jai uzstadisanai;
e |SO 9001 kvalitates standarts;
e Laika apstak|u izturigs ramis un paneli;
e Montazas kajas var tikt uzstaditas uz vietas, nodroSinot vertikalu vai horizontalu gaisa izvadiSanu.

Siltummainis
e Daudzrindu siltummainis ar iek$gji rievotam caurulém un aluminija plaksném ar 2 mm atstatumu;
e Siltummainis tiek piegadats un parvadats ar slapekli saturoSu aizsargpildijumu;
e Vara sadales un izvadiSanas caurulvadi pieméroti ddens/Gdens glikola maistjumam;

Ventilators
e TieSas piedzinas zema trok8nu lTmena aksialais ventilators;
Aprikots ar kontaktu aizsardzibas sietu, saskana ar DIN31001 un 24167,
Statiski un dinamiski balanséts;
Piemérots gaisa temperatirai no -25 Iidz pat 50°C;
Aizsardzibas klase IP54, izolacijas materiali F klases;
lekSejie motora termiskas aizsardzibas kontakti.

Galvenie sledzi
e Sanos novietotais galvenais slédzis vienota apvalka lauj veikt iekartas elektrisku atslégSanu.

Hidrauliskais modulis

Auksta Gdens sikna modulis galvanizéta aluminija metala plaksnu apvalka, ar pieeju no
priek$puses, pilnigi pievienotu caurulém. Udens novadi$anas un atgaiso$anas varsti ir uzstaditi uz
caurulvadiem. Pret laika apstakliem noturigs, lietoSanai ara piemeérots galvenais slédzis ir uzstadits
no arpuses un savienots ar sdkni. Pirms sdkna nepiecieSams uzstadit rupjo dalinu filtru. Stkna
modulis tiek piegadats kopa ar kondensatoru uz metinata térauda U-veida ramja ar pievienotam
pacel$anas skavam. Stkna modulis ar kondensatoru ir savienots, izmantojot caurulvadus.
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Suknis K30/100T

Cirkulacijas stknis ar darba ratu Gdenim;

Sdkna apvalks un motora zvans izgatavoti no ¢uguna UNI ISO 185;

Darbarats izgatavots no tehnopoliméra A;

SlidosSie blivslégi izgatavoti no oglek|a/keramikas;

slégts asinhrons motors ar aréjo dzesésanu;

rotors ir uzstiprinats uz liela dimensionéta un pastavigi ellota lodisu gultna, kas nodrosina klusu
darbibu un ilgu kalpoSanas mazu;

Uzstadits termalais un sprieguma aizsardzibas slédzis un pastavigi aktivizétu kondensators vienas
fazes modelim;

leteicams lietoSanai ar motora aizsardzibas slédzis, kas saderigs ar atbilstoSu stravas reguléjumu
trisfazu motoram;

Izpildijums atbilstoSi CEI 2-3 standartam;

Apvalks: IP44; (motoriem IP552,2 -3 -4 -55-7,5-9,2 - 11kW)

Terminala karbas apvalks: IP55

Izolacijas klase:F

Serialais spriegums: tris fazu

200-400 V/50Hz Idz 4kW;

400V 50Hz no 4 kW

Pielietojamais diapazons: no 1,8 lidz 96 m®/h ar stkna spiedienu I1dz pat 62 metriem;
stknésanas Skidrums:

tirs, brivs no cietam vai abrazivam dalindm, neagresivs, nekristalizéjies, kimiski neitrals, l1dzigs
Gdens Tpasibam.

Izplesanas tvertne

Uzstadita membranas izpléSanas tvertne, ko lieto lai dzeséta Gdens sistéma automatiski uzturétu vismaz
0.82 bar spiedienu.

Max spiediens 6,5 bar.

Parbaudes spiediens 9,75 bar.

Noslegvarsti
leejas un izejas stkna pieslégumi ir ar rokas vadibas noslégvarstiem.

ReguléSanas varsts
Sikna spiediena puseé ir uzstadits rokas vadibas regulgéjoSais varsts plismas tilpuma noteikSanai un
noregulésanai.

Cauru]vadi
Caurulvadi izgatavoti no vara caurulém.
Stiprinajumi izgatavoti no térauda.

Cauru]u savienojumi
Savienojumi ir atbilstoSi vara caurulém (lodéti).
Izmeérus skatiet tehniskaja dokumentacija.
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Technical data indoor unit

Selection data

Gross total capacity
Gross sensible capacity
Net total capacity

Net sensible capacity
Dehumidification capacity
Sensible heat ratio

Heat of Rejection

Air quality

Air inlet dry bulb temperature
Air inlet relative air humidity
Air inlet wet bulb temperature
Air outlet dry bulb temperature
Air outlet wet bulb temperature

General

Air path

Humidifier installed

Humidifier capacity

Heating installed

Electr. heating capacity

Filter type

Sound power level

Sound pressure level Free Field
Acoustic pressure distance

Electrical Data
Supply voltage
Max. operating current

Fans

Air volume flow
External pressure

Fan motor exhaust heat
Construction

WC Condenser

Coolant

Glycol concentration

Coolant Inlet Temperature
Coolant Outlet Temperature
Coolang Volume Flow

Heat exchanger pressure loss
Unit pressure loss

Refrigerating circuit

Refrigerant

Compressor type

Number of compressors per circuit
Refrigerating circuits

Power Consumption per Compressor

Dimension and weight of indoor unit
Length

Width

Height

Weight

Indoor unit connections
Cool water inlet
Cool water outlet

kW 18,8
kW 18,5
kW 16,8
kW 16,5
kW 0,3
SHR 0,983
kW 241
°C 24,0
% 44
°C 16,2
°C 15,4
°C 12,5

Downflow (bottom discharge)
Humidifier with normal conductivity

kg/h 3.0
Electric heating, with Dehumidification
kw 12,0
G4 Filter
dB 86
dB(A) 60
m 2,0
3~ 400V, N, PE, 50Hz
A 33
m3/s 1,600
Pa 257
kw 2,01
AC fan - high speed
Water / Ethylene-Glycol
% 35
°C 39,0
°C 46,0
I/'s 0,910
bar 0,204
bar 0,38
R407C
Scroll
1
1
kw 5,29
mm 1252
mm 685
mm 1940
kg 460
mm 35
mm 35
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Humidifier mm 15
Condensate drain - mm 22

Technical data outdoor unit

Chilled water

Coolant Water/Glycol
Glycol concentration ) 35
Chilled water inlet temperature °C 46,0
Chilled water outlet temperature °C 39,0
Chilled water volume flow m?/h 2,976
Unit pressure loss kPa 17.85
Ambient temperature °C 32,0
Sound pressure level Free Field dB(A) 52
Acoustic pressure distance m 10
Heat of Rejection kW 22,5
Maximum operating current A 3,3
Power Input w 670
Dimension and weight per outdoor unit

Length mm 2246
Width mm 1265
Height mm 1275
Weight kg 90
Connections outdoor unit

Pipe Diameter IN mm 35
Pipe Diameter OUT mm 35

Hydraulic Module
Hydraulic Module

Additional weight kg 208

Pump Type Size K30/70T
Number of pumps Stueck 1

Pump head m 26,3

Pump volume flow m?/h 3,300

Power Input kW 0,8

Nominal volume of expansion vessel I 12
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