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pCOWeb

• PCO1000WB0 - ETHERNET :

• BACnet Ethernet

• BACnet over IP 

• SNMP v1, v2.c, v3

• HTTP (web server)

• FTP push

• FTP, DHCP,...
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Devices

pCOpCO 11
pCOpCO 22

pCOpCO CC

pCOpCO XSXSpCOpCO 33

pCOpCO BB
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• It allows to access to the variables of the controller (pCOx) through a 
common Ethernet LAN.

• Board features

• Power by pCO

• ARM7 74MHZ

• 16MB RAM, 8MB flash

• Linux 2.4.21

• 10Mbit

• Protocols

• HTTP (web pages 4MB)

• SNMP (Simple Network Management Protocol)

• BACnet (BACnet over IP and BACnet over Ethernet)

• FTP server, FTP client

Features
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Communication



Web server

www

Ethernet™

Internet or
Intranet connection

4Mb memory 
space for custom 

HTML pages
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SNMP - TRAP

•Carel OID: 1.3.6.1.4.1.9839
•SNMP v3: encripting version available
•SNMP traps are an important part of the SNMP standard, and allow devices 
to self-report problems. 
•These traps are typically logged by the network manager, and drive event 
notifications. 
•Traps are asynchronous and outside of the control of the network manager



BACnet™ Ethernet™/IP - MS/TP

BACnet™LAN Ethernet™

BACnet™
FieldPanel

BACnet™
Workstation

Ethernet™
to MS/TP 
Router

pCOweb

pCOnet

Sensor and ActuatorsBACnet™LAN MS/TP

Configuration Tool
BACset
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BACset: BACnet™ configurator
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Events

•207 Digital events

•207 Analog events

•207 Integer events

•40 Timed Events

•Trap SNMP

•e-mail

•FTP Push
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FTP PUSH - XML
<?xml version="1.0" encoding="UTF-8"?>
<!-- edited with XMLSpy v2005 rel. 3 U (http://www.altova.com) by Alessandro Schiavo (Carel S.p.A.) -->
<PCOWEB>

<SYSTEM>
<HOSTNAME>localhost</HOSTNAME>
<DATE>19700102232431</DATE>
<IP_ADDRESS/>
<MAC_ADDRESS>00:0a:5c:10:00:06</MAC_ADDRESS>
<UPTIME>1d5h54mn</UPTIME>
<SYS_VERSION>B1.1.4be</SYS_VERSION>
<APP_VERSION>A1.2.6be</APP_VERSION>
<SEPARATOR_CHAR>.</SEPARATOR_CHAR>

</SYSTEM>
<PCO>

<PCONAME>Prova PcoWeb</PCONAME>
<PCOID>1</PCOID>
<DIGITAL>

<VARIABLE>
<INDEX>1</INDEX>
<VALUE>0</VALUE>
<PAR_DESCRIPTIONS>

<NAME>Al_hp_1</NAME>
<DESCRIPTION>

<EN>High pressure compressor 1</EN>
<IT>Alta pressione compressore 1</IT>

</DESCRIPTION>
<CODE>

<EN>HP1</EN>
<IT>HP1</IT>

</CODE>
<EXTD_DESCRIPTION>

<EN>High pressure circuit 1, chiller 2</EN>
<IT>Alta pressione circuito 1, chiller 2</IT>

</EXTD_DESCRIPTION>
</PAR_DESCRIPTIONS>
<OPTIONS>

<UNIT>--</UNIT>
<MIN>0</MIN>
<MAX>1</MAX>
<RW>R</RW>
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e-mail 

•5 destinations

•XML Attachment

•HTML or text Body 
part

•Reply to
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Clock Synchronization

•pCOWeb syncronized with the pCO every minutes



Technology & Evolution

Logger

•Csv files

•Downloadable via 
HTML page

•10 variables

•Graph of 1 variable

•Time Sample
configurable

•GZ Compression
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Useful Address

pcoweb@carel.com




