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Par novérosanas kameram pie LLU objektiem

Atbildot uz jiisu iesniegumu par planoto &kas projekta izstradi Valdekas pils
teritorijas kompleksa Jelgava Rigas iela 22, informé&jam par sekojoso:

o Lai nodrofinatu pilnvértigu videonovérosanas kameru darbibu (attéla kvalitati),
diennakts tum3aja laika nepieciesams ierikot papildus apgaismojumu novérojama
objekta tuvuma. (Pielikuma pievienojam minimalas prasibas grozamajam un
negrozamajam video kameram, kas tiek izvietotas Jelgavas pilséta. Par apgaismojumu
skatit specifikdcijas sadalu ,,Minimalais apgaismojums”.)

o Elektribas pievads pie video novéroSanas kameram ir nepiecie$ams. Velams
videokameru elektrisko pievadu aprikot ar atseviSku slédzi (dro8inataju), kas
nepiecie§amibas gadijuma nodroSinatu iesp€ju parstartet video kameru, uz laiku
partraucot elektroenergijas padevi.Ja video kamera tiek izvietota pie ckas fasades,
sladzis var atrasties ekas iekgpuse. Videokameru stiprindjumu balstiem janodroSina to
stabila fiksésana, nepielaujot to Siposanos vai vibréSanu aréjo faktoru (piemeram:
vEjs, lietus) ietekmé,

o lesakdm ievérot miisu izstradatas video kameru specifikacijas, lai nodroSinatu
videokameru pieslégganu Jelgavas pilsétas pasvaldibas videonovéro§anas sistémai.

Videokameru pieslégumu kabelu komutaciju ieteicams paredzét €kas iekSpuse,
novadot nepiecie$amos kabejus uz pieslédzamajam iekartam. No komutaciju skapja japaredz
sakaru kanalizacijas izblive uz sakaru kanalizcijas aku 148-SK-106, Rigas ielas un Institita
ielas krustojuma.

Pielikuma: Videonovérodanas kameru specifikacijas uz 4.1pp.

Jelgavas pilsétas domes priek§sédétaja vietnie}e//d‘ ) ~Vilis-Lev¢enoks
A

Goltots . . T2
A7~ OF YRR

(T}

i




Pielikums

Minimailis prasibas grozamam video novéroSanas kameram

Tips

Grozama 360 gradu; Dienas un nakts redzamiba; Mitruma drosa
Vandaldro$a; Megapixel kamera; PTZ Network [P kamera

Att€la sensors

Sensors 1/2.8"

Iz8kirtspéja 1920x1080 (HxV)

Video kvalitate 1080P, 720P, 480P, VGA, QVGA, CIF
Talummaina Up to 240X (Optical 20X, Digital 12X)
StrauméSana Dual streaming '

Day/Night Mechanical (ICR) D/N control

Shutter Time 1/10000s to 1s selectable (60Hz/50Hz)
Day/Night Mode | Auto, Day, Night

Minimaélais Color 0.4 Lux, B/W 0.08 Lux @30IRE; Color
apgaismojums 1.7 Lux, B/W 0.3 Lux @SOIRE (Shutter speed:

1/30 sec)

Max. Frame Rate

2MP 16:9 (1920x1080) at 30 fps NTSC/PAL)

Attéla iestatTjumi

Exposure Mode: Auto/shutter priority, White Balance:
Auto/ATW/Indoor/Outdoor/One-Push Backlight Compensation:
Ow/Off Sharpness: 15 level sensitivity, WDR, DNR, Privacy
Zone

Kustibas 3 level sensitivity

Detekceija

Datu kompresija | H.264 / MJIPEG

Baro3ana 12V/DC; 220V

Audio One-Way audio

Audio kompresija | G711-Alaw, G711-Ulaw, PCM, 8kHz

Micro SD Micro SD Card up to 32 GB

Protokoli [Pv4, HTTP, TCP, RTSP/RTCP/RTP, ICMP, UDP, IGMP, DNS,
DHCP, ARP, NTP, UPnP, DDNS, SMTP

Tikla pieslégums | Ethernet 1 x 10/100 base-T Ethernet connection for LAN/WAN,
RJ45

PoE PoE+(IEEE 802.3at)

Klimatiskie Paredzéta lietodanai ara apsék]os, atbilstoda Baltijas valstu

apstak]i klimatiskajiem apstakliem.

Darba No -40° Iidz 50°C

temperatiira

Papildus iespgjas

Vadiba un konﬁgurééhna — izmantojot interneta parlitku, divu
Jimenu pieejas drosiba, aizsargata ar paroli

Stipringjums Krongteins ar kameras nokri$nu aizsargu; kameras stiprinamas pie
jelu apgaismes stabiem un luksoforiem vai &ku fasédes
Vadibas Power 2-pin Terminal Block
konektori Alarm In/Out Terminal Block 6 in/ 1 out
Network RJ-45 for Ethernet 10BaseT/100BaseTX
Audio In/Out Terminal Block 1 in/ 0 out
Reset 2-pin Terminal Block
Patéréjama jauda | Heater off: 25W

Heater on: 55W

Drogiba

IP67, IK10




Atbilstiba CE, FCC, RoHS
standartiem

Papildus prasibas Videonovérodanas kameram janodrosina funkcionali saderiga
datu parraide uz Pagvaldibas operativas informacijas centru
Sarmas ield 4 un Jelgavas pilsétas domes serveru telpu Liela iela
11. '

Pilséta videonovérofanas kameru vadibai un datu arhivam
izmanto Alnet Systems Inc. serveru un klientu programmaturu.
Kameram jabit iekjautdm Alnet Systems Inc. sertificéto kameru
saraksta:
http://Www,ahletbaltic.com/Droducts/suDDDrted-iD-cameras/




Minimalas prasibas negrozamam video novéroSanas kameram

Tips

Negrozama; Dienas un nakts redzamiba; Mitruma dro3a ]

( IP66); Vandaldroga; Megapixel kamera; Network kamera;

Attela sensors

Sensors 1/2.7”

Iz8kirtsp&ja

1920x1080 (HxV)

Video kvalitate

1080P, 720P, 480P, VGA, QVGA, CIF

Scanning System

Progressive scanning

StraumeSana Dual streaming

Day/Night IR Cut Filter Removal

Lens Mount CS Mount, DC Auto-Iris Control Output
Day/Night Mode | Auto, Day, Night

Minimalais Color: 0.5 lux, BW: 0.001 lux (Sens-up 32x)
apgaismojums

Compression FPS

Configurable up to 30fps@1080p*

Bumnt-in Text

Video stream overlay text

Kustibas 3 level sensitivity

Detekcija

Datu kompresija | H.264 / MIPEG

Baro$ana 12V/DC; 220V

Audio Input 1 channel, Output 1 channel

Audio kompresija | G.711 '

Micro SD Micro SD Card up to 32 GB

Protokoli TCP/IP, UDP/IP, HTTP, RTSP, RTCP, RTP/UDP, RTP/TCP,
SNTP, mDNS, UPnP, SMTP, IGMP, DHCP, DDNS, SSL v2/v3,
IEEE 802.1X, SNMP v2/v3

Tikla pieslégums | Ethernet 1 x 10/100 base-T Ethernet connection for LAN/WAN,
RJ45

PoE PoE+(IEEE 802.3at)

Klimatiskie Paredzéta lietoSanai ara apsakjos, atbilstosa Baltijas valstu

apstakli klimatiskajiem apstakliem.

Darba No -40° lidz 50°C

temperatura

Papildus iespgjas | Vadiba un konfiguré$ana — izmantojot interneta parliiku, divu
limenu pieejas drosiba, aizsargéta ar paroli

Stiprinajums Krongteins ar kameras nokri$nu aizsargu; kameras stiprinamas pie
ielu apgaismes stabiem un luksoforiem vai &kas fasades.

Vadibas Network RJ-45 for Ethernet 10BaseT/100BaseTX

konektori Analog video output for installation only
USB 2.0 - Plug Interface
Audio Intup/Qutput

Drosiba 1P66

Atbilsttba CE

standartiem

VCA —iebiivéts | VCA detectIP, VCA countIP, VCA accessIP,

videoanalitikas VCA surveillanceIP, VCA advancedIP

atbalsts Atbilstosi:

http://www.udptechnology.com/video analytics.html
http://www.vcatechnology.com/public/




Papildus prasibas

Videonovérosanas kameram janodro$ina funkcionali saderiga
datu parraide uz Pa$valdibas operativdas informacijas centru
Sarmas ield 4 un Jelgavas pilsétas domes serveru telpu Liela ield
11.

Pilsétd videonovéro$anas kameru vadibai un datu arhivam
izmanto Alnet Systems Inc. serveru un klientu programmatiiru.
Kameram jabiit ieklautdm Alnet Systems Inc. sertificéto kameru
saraksta:
http://www.alnetbaltic.com/products/supported-ip-cameras/

Papildus saderiba

ONVIF atbalsts:
http://www.onvif.org/




